








Drop-resistant
reinforcement 
aluminum housing ring protects
battery and housing if dropped

IQVTM

Series
Cordless Die Grinders
GS25 / GR25

Smart voltage
Integrated microprocessor technology delivers 
optimized power, and enables IQV Series nickel-cadmium
and lithium-ion batteries to be used with any of our 
IQV Series tools. 

Enhanced durability
Advanced cell technologies, housings, and battery
mount design ensure the most durable, stable, and 
reliable batteries on the market. IQV technology 
delivers best-in-class battery life — more than 1,000
real recharges.

Commitment to productivity
We’re committed to your productivity, which is why
we’ve designed our tools, batteries, and charger to be
compatible with each other. With the IQV Choice, you
have the freedom to buy whatever tool and battery you
choose, and with our IQV Warranty, we provide the fast
coverage you want without the hassle you expect.  

Ingersoll Rand
GS25 / GR25 Cordless Die Grinders

Be sure to ask about the full line 
of accessories specially designed for 
Ingersoll Rand cordless tools.

T E C H N O L O G Y

Specifications GS25 GR25

Type Straight Right angle

Collet Size – in 1/4" 1/4"

Power – hp 0.35 0.35

Free Speed – rpm 27,500 20,000

Voltage – volts 14.4 14.4

Weight (tool only) – lb (kg) 1.5 (0.67) 1.8 (0.82)

NiCd Weight – lb (kg) 3.3 (1.5) 3.6 (1.7)

Li-Ion Weight – lb (kg) 2.9 (1.4) 3.3 (1.5)

Length – in (mm) 9 (230) 9.5 (240)

Switch Type Variable speed Variable speed

Sold separately: BC10 battery charger; BL144 Li-Ion and N144 NiCd batteries. Accessories

IQV Grip battery
with patent-pending twist-to-lock
grip mount eliminates wear and tear
common with competitive mounts

IQV compatibility
enables the tools to be used
with IQV Series 14.4-volt
nickel-cadmium and lithium-
ion batteries  

Microprocessor-
controlled
protection 
continuously monitors tool
operation and temperature
to prolong tool life

Pulse 
warning mode 
alerts user if tool begins
to overheat

0.35 hp motor 
optimized high-performance
motor delivers more power
than most pneumatic die
grinders  

Variable speed 
with safety lock  
provides maximum safety 
and featherable speed control
while preventing inadvertent 
tool starts

Engineered 
composite housing  
stands up to harsh chemicals
and fluids commonly found in
automotive and industrial
environments

Structural 
housing design  
is aerospace-inspired to 
deliver impressive strength
and minimal weight  

Note: The GS / GR Series 
of cordless die grinders 
is not intended for
continuous production
applications.

Advanced head durability   
features the same rugged heads 
and collets as our 3108 and 
3102 pneumatic die grinders

GS25 Straight grinder

GR25 Angle grinder

Dual ball bearings  
ensure long, trouble-free
operation
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